Keo cha ron gach polyurea Kelin 1a mot san phdm danh bat méi. Do kha nang chong mai mon,
chéng an mon, chdng 6 vang, chiu nhiét do cao va hiéu suat vugt troi khac cia POLYUREA, né dugc
st dung rong rai trong nganh cong nghiép quan su, hang khong v tru va tau thuyén. San pham
dugc san xuat béi mot chuyén gia Nha may san xuat keo cha ron gach déo Trung Quéc-Kelin
vdi 14 nam kinh nghiém. San pham cda ching t6i la san phdm ca ban hoan toan bang polyure, ¢
thé dugc sir dung tét hon trong cac maéi néi clia gach men, da, thay tinh, gach kham trén tuong hoac
bot trong nha va ngoai troi. N6 c6 nhirng dac tinh dac biét riéng: chéng 8m vinh vién, méi trudng
hon, déng ran nhanh, tiét kiém lao dong va khong bao gid d6i mau, dé la uu diém Ién nhat cta no.
Ngoai ra, nd déng ran nhanh chéng, thi cong va vé sinh mép ngay trong ngay, tiét kiém thoi gian va
chi phi nhan céng. Quan trong han, né c6 thé dugc thi cong 6 bé mat dé dudi am udt, gidi quyét
dugc rat nhiéu van dé khong thé thi cong do khi hau va cac ly do khac. Australia hgp tac nghién cu
va phat trién cac san pham dé lam cho hiéu suat tét hon, va thong qua hudng dan chién lugc kiém
soat chat luong cla Vién Khoa hoc Trung Quéc, dé lam cho san pham "chat lugng 6n dinh.
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Tinh nang Polyurea Basic Tile Grout


https://www.tilegroutmanufacturer.vn/NewsDetails/the-timing-of-decoration-is-very-important.html

ENVIROMMENTAL ( construction solid about 80-100%) WEATHER RESISTANCE (qvb2000h)

CONVENIENT CONSTRUCTION 3"GENERATION ENERGY CONSERVATION

(traditional construction method) POLYUREA BASIC ( -5*Csolidify , primary film formation is 375um)

WEAR RESISTAMCE (7509/500 times abrasion loss 30mg)

WATER PROOF (0.6mm Polyurea=2mm Polyurethane) CORROSION RESISTANCE (salt fog resistance for 2000h)

Cung cap Giai phap Khoang cach Toan b6 Phong



BATHROOM

The wall and floor tiles

The washbasin edge

The door edge GLAZED WINDOW
The bathtub edge The window edge

The glass gap

TOLIET

The wall and floor tiles
The closestool edge
The washbowl edge
The door edge
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. KITCHEN
‘@ | Thewalland fioor iles
_ Therange hood edge
s Theedge of thesink
) ~ The door edge

BEDROOM i
The wall and floor tiles =
The door ed
% LIVING ROOM -
The wall and floor tiles
The TV backdrop wall
The door edge
BALCONY
The wall and floor tiles
The door edge
The glass gap

Quy trinh xay dung ngan gon



Clean the tiles and
keep itdry

Squeeze ou
60-80cm long grout
in the forepart

Polish with tile wax
except the glazed

E\-;Enly squeeze out
the tile agent along
the gap

Open & Watch, both
sides can extruded
meanwhile

Press the gro with
professional
glue-press tools

Screw on the nozzle,
put on the grout
gun

Dbﬁ:flouch in2-4
hours and remove
excess grout then.

Dung cu ép khép chuyén nghiép

Inclined cut the top
of the nozzle in 45°

Keep the tiles dry in
24 hours

og (09
Cutt Pointin Formin Perchin Maskin Stainless Cleanin
< KL; ifet;r trowelg | Brush | Stick g | Knife g | T;apeg Steel Ball | Awl J )

Loi thé cong ty



One - Stop Full
Line of Tile Grout

Téng quan vé nha may

Day chuyén méy chiét rét Nguyén liéu thyc t&

Ching nhan






